
ABOUT THE B100RXA
The Model B100RXA machine is designed 
specifically for research and development of 
the compacting or briquetting process. The 
B100RXA is the most cost e�ective and 
versatile laboratory machine in the industry.

Visit Our Website to Learn More

• Cantilevered roll design for easy roll replacement.
• Horizontal feed design provides more versatile and precise feed into the rolls.
• Pockets are available in di�erent shapes and sizes.
• Variable speed roll and screw feeder drives to maximize product quality.
• Motorized hydraulic pump for easy adjustment of roll separating force.
• Rolls and feed screws are available in wear & corrosion resistant alloys.
• Designed for ease of maintenance.
• CE Certified for many international installations when required.
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MODEL B100RXA GENERAL ARRANGEMENT & DIMENSIONS

Typical 
Dimensions Imperial Metric
Length
Width
Height
Weight

63 in
51 in
62 in
1,900 lbs

1591 mm
1307 mm
1580 mm
860 kg

TYPICAL  APPLICATIONS
The KOMAREK B100RXA is suitable for a variety of applications, including:

• Metals*
• Minerals
• Chemicals

• Energy & Fuels
• Biomass Agricultural
• Recycling & Waste Management 

*The B100RXA was not designed for production or scaling purposes.

MODEL B100RXA GENERAL SPECIFICATIONS

Machine Aspect Metric

Throughput Range (Depending on Briquette Size & Density) 25 - 250 Ibs/hr 11 - 115 kg/hr
Hydraulic Pump (Typical) 0.75 kW

Roll Diameter
Roll Width
Roll Separating Force
Roll Drive (Typical)
Feeder Drive (Typical)
Paddle Motor

Imperial

1 hp

5.1 in
2 in
11.6 tons
3 hp
2 hp
0.33 hp

130 mm
51 mm
103 kN
2.25 kW
1.49 kW
0.25 kW



ABOUT THE B220B
The B220B is a designed specifically for 
briquetting operations requiring high 
pressures combined with ease of roll 
change. This versatile machine can be used 
for production or as a laboratory research 
unit.

Visit Our Website to Learn More

• Cantilevered roll design for easy roll replacement.
• Horizontal feed design provides more versatile and precise feed into the rolls.
• Pockets are available in di�erent shapes and sizes.
• Vacuum de-aeration available for fine powder applications.
• Variable speed roll and screw feeder drives to maximize product quality.
• Rolls and feed screws are available in wear & corrosion resistant alloys.
• Rugged industrial frame construction.
• Heavy duty long lasting bearings and drive components.
• Designed for ease of maintenance.

B220B FEATURES
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TYPICAL  APPLICATIONS
The KOMAREK B220B is suitable for a variety of applications, including:

• Lime
• Minerals
• Coal

• Salt
• Metal Powders
• Micronutrients/Fertilizer 

MODEL B220B GENERAL ARRANGEMENT & DIMENSIONS

Typical 
Dimensions Imperial Metric
Length
Width
Height
Weight

55 in
100 in
43 in
8,000 lbs

1384 mm
2550 mm
1100 mm
3,600 kg

MODEL B220B GENERAL SPECIFICATIONS

Machine Aspect Metric
Roll Diameter
Roll Width
Maximum Roll Separating Force
Roll Drive (Typical)
Feeder Drive (Typical)
Throughput Range (Depending on Briquette Size & Density)

Imperial
12 in
3 in
35 ton-force
20 hp
5 hp
250 - 4500 lbs/hr

304 mm
75 mm
311 kN
15 kW
3.7 kW
115 - 2050 kg/hr



ABOUT THE B400B
The B400B is a rugged machine designed 
specifically for briquetting operations 
requiring high pressures combined with
ease of roll change.

Visit Our Website to Learn More

• Cantilevered roll design for easy roll replacement.
• Horizontal feed design provides more versatile and precise feed into the rolls.
• Pockets are available in di�erent shapes and sizes.
• Vacuum de-aeration available for fine powder applications.
• Variable speed roll and screw feeder drives to maximize product quality.
• Rolls and feed screws are available in wear and corrosion resistant alloys.
• Rugged industrial frame construction.
• Heavy duty long lasting bearings and drive components.
• Designed for ease of maintenance.

B400B FEATURES
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MODEL B400B GENERAL ARRANGEMENT & DIMENSIONS

Typical 
Dimensions Imperial Metric
Length
Width
Height
Weight

69.38 in
158 in
62 in
21,600 lbs

1762 mm
4015 mm
1580 mm
9,800 kg

TYPICAL  APPLICATIONS
The KOMAREK B400B is suitable for a variety of applications, including:

• CKD fines
• Coal
• Humic Acid

• Lime
• Metal Powders
• Micronutrients/Fertilizer

• Minerals
• Molybdenum
• Salt

MODEL B400B GENERAL SPECIFICATIONS

Machine Aspect Metric
Roll Diameter
Roll Width
Maximum Roll Separating Force
Roll Drive (Typical)
Feeder Drive (Typical)
Throughput Range (Depending on Briquette Size & Density)

Imperial
18 in
6 in
120 ton-force
100 hp
15 hp
3 - 8 t/h

460 mm
150 mm
1067 kN
75 kW
11 kW
2.7 - 7.3 mt/h


	B100RXA B-Series Cut Sheet RGB Small
	B220B Machine Cut Sheet RGB Small
	B400B Machine Cut Sheet RGB Small

