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ABOUT THE BH220B
The BH220B roller press has been 
designed for long-lasting reliability and 
ease of maintenance for various briquetting 
operations of numerous materials. 

• Rugged industrial frame construction.
• Heavy-duty long lasting bearings and drive components.
• Cantilevered roll design for quick and easy roll replacement.
• Capable of processing a variety of materials with throughput up to 3 tons/hour.
• Rolls and feed screws (optional) available in wear/corrosion resistant alloys.
• Vertical feed design with paddle agitation to promote material flow.
• Roll pockets available in a variety of di�erent shapes and sizes.
• Designed for ease of maintenance.
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MODEL BH220B GENERAL ARRANGEMENT & DIMENSIONS

Typical 
Dimensions Imperial Metric
Length
Width
Height
Weight

55 in
71 in
52.73 in
5,213 lbs

1397 mm
1813 mm
1340 mm
2,365 kg

TYPICAL  APPLICATIONS
The KOMAREK BH220B is suitable for a variety of applications, including:

• Humic Acid
• Lithium Carbonate
• Ores (Nickle Laterite)
• Micronutrients/Fertilizer

• Salt
• Clay
• Lime
• Charcoal

MODEL BH220B GENERAL SPECIFICATIONS

Machine Aspect Metric
Roll Diameter
Roll Width
Maximum Roll Separating Force
Roll Drive (Typical)
Throughput Range (Depending on Briquette Size & Density) 

Imperial
12 in
4 in
35 ton-force
20 hp
330 - 6000 Ibs/hr

304 mm
102 mm
311 kN
15 kW
150 - 2720 kg/hr



ABOUT THE BH400CH
The BH400CH roller press has been 
designed for reliability and ease of 
maintenance. This is a versatile roller press,
thanks to its wide range of adjustable 
operating parameters.

Visit Our Website to Learn More

• Capable of processing a variety of materials with throughput up to 12 tons/hour.
• Variable speed roll and screw feeder (optional) drives to maximize product quality.
• Rolls and feed screws (optional) available in wear/corrosion resistant alloys.
• Special roll surface treatments available to significantly extend roll life.
• Roll pockets available in a variety of di�erent shapes and sizes.
• Cantilevered roll design for quick and easy roll replacement.
• Heavy-duty long lasting bearings and drive components.
• Rugged industrial frame construction.
• Designed for ease of maintenance.
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TYPICAL  APPLICATIONS
The KOMAREK BH400CH is suitable for a variety of applications, including:

• Salt
• Humic Acid

• Lithium Carbonate
• Micronutrients/Fertilizer

MODEL BH400CH GENERAL ARRANGEMENT & DIMENSIONS

Typical 
Dimensions Imperial Metric
Length
Width
Height
Weight

84 in
144 in
106 in
24,000 lbs

2121 mm
3660 mm
2690 mm
10,890 kg

MODEL BH400CH GENERAL SPECIFICATIONS

Machine Aspect Metric
Roll Diameter
Roll Width
Maximum Roll Separating Force
Roll Drive (Typical)
Feeder Drive (Typical)
Throughput Range (Depending on Briquette Size & Density) 

Imperial
18 in
8 in
115 ton-force
250 hp
15 hp
5 - 10 t/h

457 mm
203 mm
1023 kN
186 kW
11 kW
4.5 - 9 mt/h
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