
ABOUT THE DH300
The DH300 Gravity Feed is an extremely 
versatile machine designed specifically for 
briquetting operations requiring moderate 
to high pressures while optimizing 
production rates.

Visit Our Website to Learn More

• Solid or segmented roll design for easy roll replacement.
• Vertical feed design provides for either screw feed or gravity feed options.
• Pockets are available in di�erent shapes and sizes.
• Vacuum de-aeration available for fine powder applications.
• Variable speed roll and screw feeder drives to maximize product quality.
• Rolls and feed screws are available in wear and corrosion resistant alloys.
• Heavy duty long lasting bearings and drive components.
• Designed for ease of maintenance.
• Screw feed option available.

DH300 FEATURES (Gravity Feed)

DH300
DH-SERIES

(GRAVITY FEED)
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DH300
DH-SERIES

(GRAVITY FEED)

Screw feed option available

MODEL DH300 (GRAVITY FEED) 
GENERAL ARRANGEMENT & DIMENSIONS

Typical 
Dimensions Imperial Metric
Length
Width
Height
Weight

78.30 in
108.56 in
81.67 in
21,700 lbs

1989 mm
2757 mm
2074 mm
9,850 kg

TYPICAL  APPLICATIONS
The KOMAREK DH300 is suitable for a variety of applications, including:

• Coal
• Lime
• Salt
• Minerals

• Molybdenum
• Metalic Cobalt
• Nickel Latherite
• Sodium Cyanide

• Charcoal
• Bentonite
• Aluminum
• Chemicals

• Steel Mill Waste
• Maleic Anhydrate
• Lithium Carbonate
• Calcium Hypochlorite

MODEL DH300 (GRAVITY FEED) GENERAL SPECIFICATIONS

Machine Aspect Metric
Roll Diameter
Roll Width
Maximum Roll Separating Force
Roll Drive (Typical)
Throughput Range (Depending on Briquette Size & Density) 

Imperial
13 - 20.5 in
4 - 13 in
75 ton-force
75 hp
2 - 10 t/h

330 - 520 mm
102 - 330 mm
670 kN
56 kW
2 - 9 mt/h



ABOUT THE DH300
The DH300 Screw Feed is an extremely
versatile machine designed specifically for
briquetting operations requiring moderate 
to high pressures while optimizing 
production rates.

Visit Our Website to Learn More

• Gravity feed option available.
• Solid roll design for easy roll replacement.
• Vertical feed design provides for either screw feed or gravity feed options.
• Pockets are available in di�erent shapes and sizes.
• Vacuum de-aeration available for fine powder applications.
• Variable speed roll and screw feeder drives to maximize product quality.
• Rolls and feed screws are available in wear and corrosion resistant alloys.
• Heavy duty long lasting bearings and drive components.
• Designed for ease of maintenance.

DH300 FEATURES (SCREW FEED)

DH300
DH-SERIES

(SCREW FEED)
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DH300
DH-SERIES

(SCREW FEED)

TYPICAL  APPLICATIONS
The KOMAREK DH300 is suitable for a variety of applications, including:

• Coal
• Lime
• Salt
• Minerals

• Molybdenum
• Metalic Cobalt
• Nickel Latherite
• Sodium Cyanide

• Charcoal
• Bentonite
• Aluminum
• Chemicals

• Steel Mill Waste
• Maleic Anhydrate
• Lithium Carbonate
• Calcium Hypochlorite

MODEL DH300 (SCREW FEED) 
GENERAL ARRANGEMENT & DIMENSIONS

Typical 
Dimensions Imperial Metric
Length
Width
Height
Weight

79.523 in
127.344 in
96.170 in
21,700 lbs

2020 mm
3235 mm
2443 mm
9,850 kg

*Gravity feed option available

MODEL DH300 (SCREW FEED) GENERAL SPECIFICATIONS

Machine Aspect Metric
Roll Diameter
Roll Width
Maximum Roll Separating Force
Roll Drive (Typical)
Feeder Drive (Typical)
Throughput Range (Depending on Briquette Size & Density) 

Imperial
13 - 20.5 in
4 - 13 in
75 ton-force
75 hp
15 hp
2 - 10 t/h

330 - 520 mm
102 - 330 mm
670 kN
56 kW
11 kW
2 - 9 mt/h



ABOUT THE DH400
The DH400 is an extremely versatile 
and dependable machine designed 
specifically for briquetting operations 
requiring moderate to high pressures 
while optimizing production rates.

Visit Our Website to Learn More

• Designed for ease of maintenance.
• Solid or segmented roll design for easy roll replacement.

• Vertical feed design provides for either screw feed or gravity feed options.
• Pockets are available in di�erent shapes and sizes.
• Vacuum de-aeration available for fine powder applications.
• Variable speed roll and screw feeder drives to maximize product quality.
• Rolls and feed screws are available in wear and corrosion resistant alloys.
• Robust and extremely stable industrial frame construction.
• Heavy duty long lasting bearings and drive components.

DH400 FEATURES

DH400
DH-SERIES
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DH400
DH-SERIES

MODEL DH400 GENERAL ARRANGEMENT & DIMENSIONS

Typical 
Dimensions Imperial Metric
Length
Width
Height
Weight

81 in
134 in
95 in
32,000 lbs

2057 mm
3399 mm
2421 mm
14,500 kg

TYPICAL  APPLICATIONS
The KOMAREK DH400 is suitable for a variety of applications, including:

• Lime
• Lithium Carbonate
• MgO
• Minerals
• Molybdenum

• Aluminum
• Bentonite
• Charcoal
• Chemicals
• Coal

• Nickel Latherite
• Salt
• Sodium Cyanide
• Steel Mill Waste

MODEL DH400 GENERAL SPECIFICATIONS

Machine Aspect Metric
Roll Diameter
Roll Width
Maximum Roll Separating Force
Roll Drive (Typical)
Feeder Drive (Typical)
Throughput Range (Depending on Briquette Size & Density) 

Imperial
20.5 in
4 - 20 in
150 ton-force
100 hp
30 hp
5 - 20 t/h

521 mm
102 - 508 mm
1334 kN
75 kW
22 kW
4.5 - 18 mt/h



ABOUT THE DH450
The DH450 is an extremely versatile 
and dependable machine designed 
specifically for briquetting operations 
requiring moderate to high pressures 
while optimizing production rates.

Visit Our Website to Learn More

• Designed for ease of maintenance. 
• Solid or segmented roll design for easy roll replacement.
• Vertical feed design provides for either screw feed or gravity feed options.
• Pockets are available in di�erent shapes and sizes.
• Vacuum de-aeration available for fine powder applications.
• Variable speed roll and screw feeder drives to maximize product quality.
• Rolls and feed screws are available in wear and corrosion resistant alloys.
• Robust and extremely stable industrial frame construction.
• Heavy duty long lasting bearings and drive components.

DH450 FEATURES

DH450
DH-SERIES
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DH450
DH-SERIES

MODEL DH450 GENERAL ARRANGEMENT & DIMENSIONS

Typical 
Dimensions Imperial Metric
Length
Width
Height
Weight

107.62 in
171.61 in
100.00 in
51,000 lbs

2733 mm
4359 mm
2540 mm
23,000 kg

TYPICAL  APPLICATIONS
The KOMAREK DH450 is suitable for a variety of applications, including:

• Coal
• Charcoal
• Iron Mill Waste

• Nickel Latherite
• Steel Mill Waste
• Direct Reduced Iron Fines

MODEL DH450 GENERAL SPECIFICATIONS

Machine Aspect Metric
Roll Diameter
Roll Width
Maximum Roll Separating Force
Roll Drive (Typical)
Hydraulic Pump HP
Throughput Range (Depending on Briquette Size & Density) 

Imperial
28 in
9 - 27 in
200 ton-force
150 hp
2 hp
10 - 40 t/h

711 mm
229 - 686 mm
1780 kN
112 kW
1.5 kW
9 - 36 mt/h



ABOUT THE DH500
The DH500 Screw Feed is an extremely 
versatile machine designed specifically for 
briquetting operations requiring moderate 
to high pressures while optimizing 
production rates.

Visit Our Website to Learn More

• Gravity feed options available.
• Solid or segmented roll design for easy roll replacement.
• Vertical feed design provides for either screw feed or gravity feed options.
• Pockets are available in di�erent shapes and sizes.
• Vacuum de-aeration available for fine powder applications.
• Variable speed roll and screw feeder drives to maximize product quality.
• Rolls and feed screws are available in wear and corrosion resistant alloys.
• Heavy duty long lasting bearings and drive components.
• Designed for ease of maintenance.

DH500 FEATURES (SCREW FEED)

DH500
DH-SERIES

(SCREW FEED)
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DH500
DH-SERIES

(SCREW FEED)

MODEL DH500 (SCREW FEED) 
GENERAL ARRANGEMENT & DIMENSIONS

Typical 
Dimensions Imperial Metric
Length
Width
Height
Weight

209 in
125 in
121 in
73,000 lbs

5308.6 mm
3175 mm
3073.4 mm
33,000 kg

*Gravity feed option available

TYPICAL  APPLICATIONS
The KOMAREK DH500 is suitable for a variety of applications, including:

• Charcoal
• Coal
• Direct Reduced Iron Fines
• Lime
• Lithium Carbonate

• MgO
• Nickel Latherite
• Salt
• Steel Mill Waste

MODEL DH500 (SCREW FEED) GENERAL SPECIFICATIONS

Machine Aspect Metric
Roll Diameter
Roll Width
Maximum Roll Separating Force
Roll Drive (Typical)
Feeder Drive (Typical)
Throughput Range (Depending on Briquette Size & Density)

Imperial
28 in
9 - 20 in
330 ton-force
250 hp
30 hp
20 - 60 t/h

711 mm
229 - 508 mm
2936 kN
186 kW
22 kW
18 - 55 mt/h
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